
 

 

Trap O’dor  
Drain Deodorant 

 

Great For Use In...
Form: Liquid 

 

Color:  Clear, Purple 
 

Odor:  Grape 
 

pH:  N/A 
 

Solubility (in water):  Insoluble 
      
     

Flash Point (ASTM D-7821):  >200°F 

Specific Gravity:  0.81 ± 0.01 g/cm3 

Density:  6.76 ± 0.05 lbs/gal 

Storage Stability (at 70oF):  1 year 
 

This Product Contains:                              CAS # 

Distillates (Petroleum) 

Hydrotreated Light (= 

64742-47-8 

Alkanes, C14-16 90622-46-1 

Solvent Green 3 128-80-3 

 

 

 
 

•      F l o o r  a n d  S i n k  

d r a i n s     
 

•      S h o w e r  a n d  T u b  

d r a i n s  
 

•      C o n d e n s a t e  d r a i n s  
 

•      M a n u f a c t u r i n g  

p l a n t s ,  s c h o o l s ,  

h o s p i t a l s  
 

•      F o o d  p r o c e s s i n g ,  

h o t e l s ,  r e s o r t s ,  R V s  
 

 

 

Directions for Use: Pour Trap O’dor directly into the floor, sink, 

or condensate drain making sure to fill the P-Trap with enough 

product to form an odor-blanket that will not allow bad-smelling 

vapors to pass upward. Trap O’dor evaporates very slowly 

offering extended periods of time before needing to re-treat 

drains. The time between treatments may vary. Treat drains 

monthly or as necessary.  

 
 

CONSULT PRODUCT LABEL FOR DETAILED DIRECTIONS 
 

HMIS  NFPA 

 Severe    4    Extreme 

Health.....................................2 Serious    3    High Health........................................2 

Flammability..........................1 Moderate    2    Moderate Flammability.............................1 

Reactivity...............................0 Slight    1    Slight Reactivity..................................0 

Personal Protection...............X Minimal    0    Insignificant Special Precautions............None 

 

 
 


